




Leather leggings	 SIZE: LARGE 17900041
Manufactured from gloving 
grade leather splits, these 
leggings are ideal for 
foundry operations where 
the operator(s) are in close 
proximity to ladle pouring or 
casting operations.

Good protection against 
molten metal splash.

Also used in industries where the operator's legs may come into 
contact with hot or sharp surfaces.

The leggings feature a strong synthetic adjustable waist-belt with a 
plastic buckle.

The fastenings behind the leg are made from a special heat-resistant 
material which is FAA approved. The fasteners are supplied at a 
generous length and can be trimmed to fit.

LEGGINGS

Reflective leggings	 SIZE: LARGE 17900065
Manufactured from Gemini 
film covered pan-ox For-
tamid, these leggings are 
ideal for both foundry and 
primary smelter operations 
where the operator(s) are in 
close proximity to the radiant 
heat from reduction cells, 
holding furnaces or involved 
in ladle pouring and casting 
operations.

Good protection against radiant heat and molten metal splash.

The leggings feature a strong synthetic adjustable waist-belt with a 
plastic buckle.

The fastenings behind the leg are made from a special heat-resistant 
material which is FAA approved. The fasteners are supplied at a 
generous length and can be trimmed to fit.

JACKETS

CASTING JACKET	 SIZE: OS: 17900042
XOS: 17900043

XXOS: 17900044
3-XOS: 17900068

Made from PR-97, these casting 
jackets are used as additional 
protection over the standard 
workwear at cast start and cast 
termination.

The colour conforms to the 
requirement of AS/NZS 1906.4 
Part 4, high-visibility materials 
for safety garments.

Two reflective flashes are sewn to the shoulders to improve night 
time visibility.

FURNACE REFLECTIVE JACKET	 SIZE: OS: 17900054
XOS: 17900051

XXOS: 17900052
3-XOS: 17900053

Made from Gemini film-coated 
panox Fortamid and PR-97, 
these reflective casting jackets 
are used as additional protec-
tion over standard workwear 
when doing furnace-work or 
in any operation where radiant 
heat is an issue.

The fabric also provides 
excellent protection against molten metal splash. 

The PR-97 back panel and underarm gusset allow for air movement 
and greater flexibility. The removable front "bib" stops heat reflecting 
under the visor and onto the face and neck.

The part numbers and sizings are shown for items currently in production. Other sizings and variations may be available upon 
request. Please contact Pyrotek - Invercargill, New Zealand at +(64) (0)3 211-0094 in regards to these products.

Note: The gloves manufactured by Pyrotek Products in New Zealand are generally described by the generic 
term, "Kevlar Gloves." Pyrotek acknowledges that the term "Kevlar" is a trade name of the DuPont Corporation. 
The Aramid and Pan-Aramid personal protection materials used in the manufacture of our gloves are sourced 
from the Textiles Division of TBA Industrial Products Limited. Pyrotek acknowledges that the terms "Fortamid," 
Gemini" and "Pro-Block" are trade names of TBA.

Product Type: 187 

Commodity Code for Gloves: 24001
Commodity Code for Jackets & Leggings: 24002 
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